
Position & Azimuth Determining System…

PADS has components that require deli-
cate handling. So carefully follow the
unpacking and packing instructions in
Section 1 of Chapter 2 in TM 5-6675-308-
12. 

When sending the PADS or inertial
measurement unit (IMU) for repair, use the
correct shipping container. Order the PADS
container with NSN 8145-01-407-8256 and
the IMU container with NSN 6675-01-474-
9021. Do not use the Army-fabricated metal
containers that have hard-rubber bumpers.
They don't provide enough protection. PS 591 FEB 0214

M2/M3-Series Bradleys…

A missing or open dust curtain,
NSN 1005-01-126-7797, on your
Bradley’s TOW launcher is a real
show-stopper, crewmen.

Without the curtain’s protection,
dirt and moisture get inside the
launcher. Then launcher connectors
corrode and your missiles won’t fire.
So keep the curtain closed whenever
the launcher isn’t being used.

Of course, you can’t close the cur-
tain if the snap fastener studs that
connect the curtain to the launcher
have snapped off. Get new studs
with NSN 5315-00-174-2882.

While you’re waiting for the
replacement studs to arrive, hold the
curtain in place with hook and pile
tape. NSN 8315-01-470-8453 gets a
25-yd roll of 1-in wide black tape.

Dust curtain
protects interior
of TOW launcher

Replace broken
or missing studs

time to

call it a

day!

It’s curtains for

my tow launcher

if you don’t cover

it before you go!

are you

determined

to do

good pm?

The position and azimuth determining system (PADS) won't be determining
many firing positions for your howitzer, MLRS, or Patriot if you're not determined
in your PM.

Unpacking and Packing

Close the Curtain

Use correct container for shipping
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PS 591

Center the PADS or IMU container on
a 40 x 48-in pallet and secure it with four
11⁄4-in wide straps, with two straps hori-
zontal and two vertical.

When the IMU is not installed in the
PADS, keep the four black protective caps
on its connectors. The caps protect the
connectors from electrostatic discharge
and dirt.

As much as possible, keep the IMU installed in the PADS and the PADS turned
on during travel. That keeps the gyro spinning and protects it from being damaged
by bumps and jolts.

“When you

remove the caps,

put them some-

place safe.”

Keep It Cool

Use IMU caps
on connectors

Battery Check

Travel

The backup PADS batteries
are often forgotten until they're
needed. As part of your before-
operation PMCS, check the
electrolyte level in battery cells
and clean any corrosion off
battery posts and connectors.

If your PADS doesn't get plenty of cool air,
it overheats and shuts down. That's why it's
important not to stack stuff on top of or
around the PADS. That blocks vents and the
PADS thermostat. 

Make sure the IMU vents and blowers and
the power supply blowers aren't clogged with
dirt. Use an air hose to clean out the vents. 

Blow out
blowers

Check and
clean

not

that

safe!

combination?

uh… well…

Lift the IMU lid

so you can blow

out all dirt!

“If you do lose

a cap, you can

replace it. Check

out the chart…”
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This pile is

getting me

hot under

the collar!

ready

and

waiting

for duty,

sir!

no

corrosion

here!

Install

my IMU and

turn me on

for travel!

494-7597
191-4898
496-5832
449-4491

J1 
J3
J4
J6

Connector
cap

NSN
5340-00-

591. 14-17 (X)  1/8/02  3:52 PM  Page 3


